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(Thai Industrial Standards Institute)
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(Thai Industrial Standards Institute)
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(Thai Industrial Standards Institute)
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Shenzhen Southern LCS Compliance
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(Global Certification Service Limited)
nsunswaaunidauryy
(Bepartment of Intellectual Property)
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(Topic's Certified)

waantuniaulwanidugaioiato Emergency Light Products)

Usrruridevadena:usirunnad ey : tadhia drynyirusuniudng
(Lighting equipment and similar equipment : Radio noise limits)

s:uufaviwihcaidaw (Continuous power system)

waaruniaulwon@u, thefwmvaan
(Emergency Lighting Products, Exit Signs)

waanrurilaulwaniau, thelWmvean
(Emergency Lighting Products, Exit Signs)

iuaicas (Battery)

SHUUUSHISVTUAIUATW (Quality System)
ingaplwonisuwsaulwaruanauaaoenivaankdin
(Emergency lights and exitsigns, fireexit)
JvosAdUAUMSABUSDIbaIcESSaluIT
(The control circuit automatically dischargas the battery.)

irgoulWan@uwdausvasnauumsmeUsaIuaInas3alulT
(Emergency powar.supply with automatic battary discharga contrbl circdit)




Emergency
Exit Sign Light

e Standard LED Exit Sign Light
e Automatic Testing LED
Exit Sign Light
e Standard LED Exit Sign Light
(symbol 15 cm.)
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Box Typ

Led Strip

Dirnension (mm.) Bock up

Battery : Weight
Model i Lamp Time
Capacily (Wattage) (hrs) (kgs)
EXS1-10LED/S 1 Mi-MH 3.6V 170
| 20
EXS1-10LED/D 2 1.800 mAh 1.40
1 1 2x5W 400 60 200
EXS2-10LED/S 1 Mi-MH 3.6V o 1.80
EXS2-10LED/D ' 2 2,100 mAh. 1.50
Dimension
Front view Back view Tnp view
'.: L - —nw—-! - e 240 —»| ol
T ]
—T 4] (4}
H
i 240
o

AALUG )

ama:msiu ;: Selavaitvoannudvssasnans-uulwirUnaGawihau
nsvaulwiduazeow : TWwihnsiaasu 220 1hén 50 B8n +/-10%

waealW : LED sl SMD low Power High Lumen TdinAlulad sMT
{Surface Mount Technology) Riavasnoavrioanos:eupanisdasonlW
WastiaoasniduleniiasTIu Uan. 2430-2552, 9an; 2004-54

uwiuthe : yOoa:ASaAUIRULIA:-ASAAUNED DAuaUUTIUNMsAs=NeNay

Riavasofadnavariiomkuna:golAruaudTNISns:oenaRALRHAIFHU
iGarnumsigoulund

NUQIOSS : IUaIGE3uGa Tnifa lurialolasa (Nickel Metal Aydride)
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G200 : WAaDINIKWLIKER Electro-Galvanized Kun 1.0 Dadiuds wulaindou
QouSUU Epoxy powder Coated and Stove Enamel Jauiiumsinaaduua
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Slim Line Tgpe

mﬂew Led Strip. | Dirension (mm.) [BAck Up| - weicnt
Side Lamp Time 2
coochs bl 1+ [ w [ v ] s | o -
SLS1-10LED/S (A.C) | 1 ' ‘
- T 1 410 | 80 | 220 1.70 =|
SLS1-10LED/D (&) 2 . Mi-MH 3.6V | 20
SLS1-10LED/S (B) 1 |1.800 mAh. | o =
T | | 430 | 100 | 220 1.78
SLS1-10LED/D (B) -]
. 1x10W o
SLS2-10LED/S (AC) | 1 (C]
= t 1 | 410 | 80 | 220 1.80
SL52-10LED/D (A) 2 |Mi-MH 3.6V| -
: chach. i Il L . . S : =
SLS2-10LED/S @) 1 12100 | Type A u‘ Iace 0untelc / luudicaas
! ! 430 | 100 | 220 188 «Type B Ceiling Mounted / IUUAVH
SLS2-10LED/D@®) | 2 = Type € Wall Mounted / nuudionido
Dimension

Specification

Mode of operation : Maintained

Main supply : AC 220 Vait, 50 Hz, 10% Single Phase
Lamp : LED SMD surface mount, wide beam.

Symbol : Acrylic white milk and Acrylic light. Features
Provides consistent illumination throughout the sheet and provides
constant light distribution throughout the sheet.

Battery : Nickel Matal hudride (NI-Mh)

Charger system : Constant Voltage Limit Current

Charging time : 10-15 Hours

light distribution.

_Indicator & testing

Safety features :
« AutomatigHighrlow voltage cut-off.
» Low woltage out-off Protect Battery

* AC fuse-preventing AC Line 220 Voit short circuit and oyerload.

- DC fuse-preventing charging short circuit and lamp.

Construction : Flector-Galvanized steel sheet 1 mm with epoxy powder
and strove enamel coated anti-rust corrosion proof.

Ingress Protection : IP20

Installing : Wall and Ceiling mounted

Warranty : Electranic Circuit 5 Year, Battery 3 Year




Automatic Testing LED Exit Sign Light

N

oX Ty pe
Back up Weight
= I o B
EXS4-10LED/S Mi-MH 3.6V 180
, - 2X5W 400 | 6 | 200 30
EXS4-10LED/D 2 2.100 mAh 150

Remark : Using battery Ni-Mh 3.6V-1800 Mah. For duration 2.0 hrs. / d15901W 2 uw. TS1ucica® Ni-Mh 3.6V 1,800 mAh.

Dimension

Front view Back view Top view
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Slim Line Type
v . bockup | Weloh
il il

SLS4-10LED/S (AL ©) 1

{ 410 80 220 1.80
SLS4-10LED/D (A) 2 MI-MH 3.6V
1x10W i 30 3
SLS4-10LED/S (B) 1 2,100 mAh
{ 430 100 | 220 188
SL54-10LED/D (B) 2

Remark : Using battery Ni-Mh 3.6V-1800Mah. For duration 2.0 hrs. / d1soavlw 2 wu. T8iuaias Ni-Mh 2.6V 1,800 mah.

Dimension
Front view Back view
T— @
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Indicator & testing
Specification = “
Top view

Mode of operation : M

Main supply : AC
Control system :

automatic bat

Lamp : LED SMD surface mount, wide beam,
Symbol : Acrylic white milk and Acrylic light. Features lig
throughout the sheet'and prov

constant lightdistribution throughout the sheet. Installation

Battery : Nickel Metal hydride (NI-Mh

Charger system : Constant Voltage Limit Current lgi
Charging time : 10-15 Hours : 1
Safety features : | B l I
+Automatic High-ow voltage cut-off. L

circuit and overload. ]" 9 _é_
and lamp 0 G lL

1 mmwith epoiy powder

and strave enamel-coated ant

Ingress Protection : IP20 *Type A Surface Mounted / IUuGgaae
Installing : Wall and Cei inted / nuurvE
Warranty : Electronic Circuit 5 Year, Battery 3 Year « Type €, Wall Mounted / IUUTIQHLD
Special features :

» Every 30 Day . the system automatically tests for 30 min:

* Remotetest kits with 10-15 m. test distance

ling mounte




STomdord LED Exit Sign ngh’r (Symbol 15 cm.)

mension ('“ Back up Weight
I o

EXS5-12LED/S MI-MH 3.6V
1 i 26W 480 230 20
EXS5-12LED/D 2 2,100 mAh ‘ ‘ 1.50
Dimension
Frcnt view Back view Tup view
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Slim Line Type

Dimension (mm.)

d
Main supply : AC 220 Volt, 50 Hz
Lamp : LED SMD surface mount. wide beam.

Symbol : Acrylic white mill and Acrglic light. Features light distribution.
Provides consistent illumination throughout the sheet'and prov

constant light distribution throughout the sheet.

Battery : Micke! Metal hydride (NI-Mh)

Charger system : Constant \oitage Limit Current

Charging time : 10-15 Hours

Safety features :

= Automatic High-low voltage cut-off.

-'Low veltage cut-off Protect Battery

= AC fuse-preventing ‘AC Line 220Volt short circuit'and overload.

* DC fuse-prevent short circuit

Construction eet Lmm with epoxy powder

Mode of operation : M

10% Single Phase

ing charging and lamp.

and strove enamel coated anti-rust corrosion proof.
Ingress Protection : IF20
Installing : Wall'and Ceiling mourted

Warranty : Electronic Circuit 5 Year, Battery 3 Year

M Baftery Back up
- came e
SLS5-12LED/S (A, C) 1 ’
505 | 85 | 280 230
SLS5-12LED/D (A) 2 Mi-MH 3.6V
IX12W 20
SLS5-12LED/S (B) ] 2,100 mAh
530 | 105 | 280 250
SLS5-12LED/D (B) 2
Dimension
Front view Back view
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Indicator & testing
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Specification . Top view
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» Type'A Surface Mounted / Wudogoe
* Type B Ceiling Mounted'/ ILUUFROHT
*Type C Wall Mounted / IUUTIOWID




Box Type - IP 65

Standard / Ssuuunasyu

Battery ' Weight
e || B | =

EXST-10LED/S Mi-MH 3.6V 320
- 20 |
EXST-10LED/D 2 1,800 mAh. | ‘ | 420
i | x6W | 450 | 80 | 240 | |
EXST-10LED/S 1| mMH3ev 56 320
EXST-10LER/D 2 | 2100mAh L 420

ant view Back view Top view
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Box Type

Battery Sealed Lead Acid

Modiel Batiery Lomp
CCIDOCIT\/ Un

EXS53-10LED/S 1
EXS3-10LED/D | 2

| seqled lead acid |
12V-1.3 Ah

mension (mi rngjp Weight
-- o | 6o

Ix10W | 500 | 80 (200 I
‘ ‘ 200

ecification

-

Led Stip
Lamp
(wattage)

Dimension

Dirnension (rnm)

--- )

EXSC-20LED/S Sealed lead acid
B — | — 2 10W 100 200
EXSC-20LED/D 2 12V-29 Ah | 3.50
EXSC-30LED/S 1 Sedled lead acid 11.00
_— s | 3x10W | 1300 1200 | 300 | 4.0 t -—
EXSC-30LED/D 2 12V-5.0 Ah | 1 1050
DPirnension
Fltl'l view
. L W L » Back view Top view ——




Fire Host Type

Spec#al Specification

T T
Lamp Hr'r‘e
covosv | oo --- ()

EXFH-15 Sealed lead acid
EXFH-2D 12V-29 Ah |
Sedled lead acid
EXFH-3S 3 &x10W 575 470 450 20 1200
12v-5.0 Ah

Standard Symbol

SD-001 SD-002 SD-003 SD-004 EF-001
EXIT = i FIRE EXIT
P Fif o EEX'TP

EF-002 EF-003 EF-004 EF-005 EF-006
FIRE EXIT FIRE EXIT E
= (LR
EF-007 EF-008 EF-009 EF-010 EF-011
FIRE EXIT N1888n FIRE EXIT
{ Munilu } REXIT ﬁ ‘ e EXIT *ﬂ]&ﬁfﬁﬂ ’ EXIT
EF-012 EF-014 EF-015 EF-016 EF-017
FIRE EXIT EXIT FIRE EXIT ‘
Emmmﬂs maniin ﬁ EXiT ﬂ *’ E 9
EF-018 EF-020 EF-022 EF-023 EF-024

EF-025 EF-027 EF-028




